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standard accessories for use with in-frame

Accessories
Many of the accessories for standard modular kitchens can also be used with the in-frame system. The fitting
of some products will require modification, usually if they are side mounted, in which case packers should be
used (to avoid any of the product clashing with the door frame). Some products require a wider door
(compared to what is generally used on a standard door system). For those products that are not suitable for
use with in-frame doors where the frame is attached to the cabinet, a combination door can be used. 

Suggested accessories for use with in-frame (which do not require a combination door)

• Carousels (see page 30) 

• Magic corner (see page 30)

• Twister (see page 30)

• Base turnmotion (see page 31)

• Le Mans (see page 31)

• Pull-out larders (see page 32)

• Wall tandem pull-out (see page 32)

• 500mm wide pull-out wire drawers and baskets (refer to section 4 of the directory)

50mm packers required, needs a 600mm door.

• 500mm wide adjustable pull-out baskets (refer to section 4 of the directory) 

50mm packers required, needs a 600mm door.

• Cleaning utensil baskets (refer to section 4 of the directory)

• Lockable utensil pull-out (refer to section 4 of the directory)

18mm min. packers needed.

• Sink unit pull-out (refer to section 4 of the directory)

18mm min. packers needed.

• All bins featured in section 4 of the directory.

18mm min. packers are needed if mounted to the side of the cabinet.

• Top flap stay (refer to section 6 of the directory)

18mm min. packers needed.
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Carousels
1/2  and 3/4 carousels can be used
with the in-frame system (see section
4 of the directory). A min. 500mm wide
door is required for a 1/2 carousel
and 50mm packers are needed
when fixing the mounting post to
the cabinet.

The in-frame corner door solution
can be used with the 3/4 carousels.

Magic corner
An 18mm min. packer (carcase material or corner post can be used) must be positioned between the magic
corner mechanism and the side of the cabinet, so when the door is opened the frame does not obstruct the
mechanism. A min. 500mm wide door is required.

frame

Twister
Twisters can be used with the in-frame system (see section 4 of the directory). The front edge of the cabinet
must be stepped out by 7mm so the 400mm door frame will sit next to adjacent door frames.

18mm packercarcase
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standard accessories for use with in-frame

Base Turnmotion
Base turnmotions can be used with the in-frame system (see section 4 of the directory). A specially shaped frame
with door is available.

Le Mans
500mm Le Mans can be used with a 600mm wide in-frame door (see section 4 of the directory). An 18mm
packer is required when mounting the side brackets. The axle position is different than when used with a
standard door, see drilling postions in drawing below. An internal depth of 510mm min. is required.

Note: To avoid having a gap 
between the door and cabinet
you need to step front edge of
cabinet out by 7mm.

Note: The piece that screws
to the cabinet base will need
to be cut to fit on centre line
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Wall tandem pull-out
The 300mm wall tandem pull-out can be used with in-frame but
must be used with a 400mm wide door (see section 4 of the
directory). Also a 20mm packer needs to be applied between
the top runner and the top of the cabinet. The back panel must
be reduced by 20mm and the drillings on the door must be
dropped down by 20mm.

Larders
Pull-out larders can be used with the in-frame system. The 400mm larder works with a 500mm in-frame
larder door. For a 300mm in-frame larder door a special 300mm full extension larder is available, which
comes with 200mm wide baskets (see section 4 of the directory).

To prevent the top runner hitting the frame an 18mm packer (on an 18mm cabinet) should be used.

standard accessories for use with in-frame
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Top Tips

• The frame is designed to fit the overall width of your cabinets. It is therefore 
important that cabinets are made exact to size, as a build up of oversize tolerances 
may cause problems.

• Please note all frames are oversized by 18mm. Ensure top edge of bottom rail sits 
flush with top of bottom panel in cabinet.

• Frames over 1000mm are supplied in pieces with cam and dowel fixings. To ensure 
correct alignment of joint we recommend that these are assembled using 
a manual screw driver and not a powered one.

• When fixing drawer fronts to Nova drawer sides, turn adjusting screw to lowest level, 
rest drawer front onto intermediate rail, insert marker pins into Nova drawer sides, 
push drawer front onto pins to mark fixing position, fix clips, clip drawer front on and 
adjust to suit. For a drawer pack, start at the bottom and work your way up.

• When fixing drawer fronts to dovetail drawers, in addition to the drawer clip screw 
fixing we also recommend additional screw fixing through the upper part of the 
drawer box into the drawer front. Alternatively use longer fixing bolts on the handle 
that will pass through the drawer box and drawer front.

• Curved plinths must always be fitted prior to fixing door frame.

• When fitting lighting pelmet, due to tolerances with curved products, we recommend 
that it is set 2mm back from the front edge of the cabinets.

• Combination doors are used with integrated appliances and various internal storage 
solutions. These are fixed using standard overlay hinges.

• When dishwashers are fitted, the plinth will need to be notched to allow the door to 
open fully. Please check appliance manufacturing details before ordering. In some instances
the door may also require a chamfer on the back bottom edge to clear the appliance unit.

• When trimmers are cut to size we recommend that the cut edge is refinished. For the 
Oak, Danish oil could be used, for the Ivory and Sage you could either paint it with a 
colour match or use edging tape, and for Walnut you can use edging tape.

• Due to the large size of the cornice a mitre cut cannot be made using a flip saw.
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notes
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